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AUTOMATIC PAINT BOOTH

The Challenger Drumtech Automatic Paint Booth provides the best paint finish for steel drums

with the capability of one to three colours and centre banding if required. The number of colour

applications for each drum depends on the number of paint pumps supplied. The paint system is
usually a hot airless application to give optimum control over the paint thickness and quality.

Drums are automatically fed into the machine and are transferred automatically whilst retaining
separation. At the application station the drum is rotated and automatic guns fire in sequence to
apply the desired finish. Each gun has a timer control to cater for colour and paint viscosity
variations. The booth uses a high efficiency waterfall to collect the over spray and prevents its
discharge to atmosphere in accordance with current EU environmental regulations

It is strongly advised that high solid, low solvent paints are used.

Technical Information

Production rate 100 drums per hour
Electrical supply 400/3/50 VAC
Environmental protection IP55
Power requirement 5.0 kW
Compressed air pressure 5.5 Bar
Water pressure 2 Bar

Typical Finish Painted Drum

1 WARWICK STREET, HEDON ROAD, HULL, HU9 1ET TEL: 01482-224404 FAX: 01482-210808
E-MAIL: sales@challenger-group.co.uk WEB SITE: http://www.challenger—group.co.uk
CHALLENGER HANDLING Ltd, REGISTERED IN ENGLAND No.3133751, VAT REG. No. 647 4669 93




	AUTOMATIC PAINT BOOTH
	Technical Information

